
FLOOR VACUUM 
CLEANING SYSTEM

 Model FV-1

•	The FV-1 is specifically designed for     
  the removal of blood, meat scraps and
  saw dust.

•		Lightweight handpiece for optimum 
 operator comfort.

•	 All stainless construction for maximum 
 hygiene.

• High air flow - for fast removal of 
 debris.

•	 Less washdown water required.

•	 Less contaminates in the discharge water 
 system.

 
The Jarvis Model  FV-1-  
 floor cleaning system.

FAST, HYGIENIC, EFFICIENT



Vacuum Pump / Motor
Motor Power 30 hp 22,371 W

Operating Voltage  460 / 230 / V, 3 phase, 60 Hz
Operating Vacuum @ 14 in Hg / 47.4 kPa 675 ft3 / min  19.1 mm3 / min
Overall Dimensions (l x w x h)  69.2 x 28 x 60.6 in 
  1758 x 711 x 1539 mm
Weight 1315 lbs 596 kg

Separator Tank
Flow Capacity 1000 ft3 / min 28.3 m3 / min

Weight (empty) 235 lbs 107 kg

Specifications

Drive Electric 

Model FV-1

 Products for the meat and poultry industry

Equipment Selection and Accessories Order Number

 Jarvis Products Corporation  ·  33 Anderson Road  ·  Middletown, CT 06457-4926  ·  United States of America
 Telephone (860) 347-7271  ·  Fax (860) 347-9905   · sales@jarvisproducts.com    ·    www.jarvisproducts.com

Model  FV-1
Vacuum Handle Assembly with 25 ft Long Hose  3019251
Vacuum Pump with 30 hp electric motor  3008421
Exhaust Heat Sensor (included with Vacuum Pump)  3063402
Vacuum Filter  3034016
Vacuum Tank  3061300
Auto Dump Valve (with 115 V controls)  3022089
Gravity Dump Valve  3022096

Handle Assembly
Overall Dimensions (l x w x h)  45.3 x 21 x 36 in 
   1151 x  533 x  914 mm
Weight  12 lbs  5.6 kg

FLOOR VACUUM 
CLEANING SYSTEM

 Model FV-1


