
THE ECONOMICAL CHOICE

• Full 3 hp totally enclosed electric motor.

• Handles up to 50 beef per hour.

• Total blade exposure - 22 inches (559 mm).

• Stainless steel and aluminum construction
 for maximum hygiene.

CARCASS SPLITTING RECIPROCATING SAW
Model ERS-1

 The Jarvis Model ERS-1 - 
 electrically powered reciprocating saw    
 for beef splitting in small kills, custom 
 slaughters and locker plants.



Model ERS-1
Motor Power 3 hp 2237 W
Operating Voltage 575 / 480 / 380 / 240 / 220 / 208 V, 3 phase, 60 Hz
 415 / 400 / 230 / 115 / 42 V, 3 phase, 50 Hz

Capacity 50 / hour
Control Handle Single Trigger Dual Handle

Distance Between Guides 23 in 584 mm

Blade Length 31.5 in 800 mm
Overall Length  54 in 1372 mm
Weight  135 lbs  61.5 kg

Model ERS-1
 42 V, 3 phase, 50 Hz 4005106
 115 V, 3 phase, 50 Hz 4005142
 208 V, 3 phase, 60 Hz 4005125
 380 / 220 V, 3 phase, 60 Hz 4005108
 400 / 230 V, 3 phase, 50 Hz 4005107 
 415 V, 3 phase, 50 Hz 4005126
 480 / 240 V, 3 phase, 60 Hz 4005109
Blades
   coarse blade - 32 teeth  1023573
 fine blade - 64 teeth  1023574

Balancer 4042051
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