
FAST - HYGIENIC - EFFICIENT

•	Instantly removes the leaf lard in one motion.  
 No prestarting required.

•	Eliminates the stress of hand pulling.

•	Polished surface construction results in easy  
 cleaning and optimum hygiene.

•	Anti-tie down controls for operator safety.

HOG LEAF LARD  PULLER
Model LLP-1

U.S. Patent No. 5, 997, 394
European Patent No. 1164858
This tool is patented in the
United States, Canada, North and
South America, and Europe. 

 The Jarvis Model LLP-1 - hydraulically   
 powered hog leaf lard puller.



	 	

Model	LLP-1	 Left	Side	Tool	(Standard)	 4007045
	 Right	SideTool	(Standard)	 4007044
	 UniversalTool	(Standard)	 4007059
	 Left	Side	Tool	(Short)	 4007072
	 Right	Side	Tool	(Short)	 4007073
	 Single	Tool	(Short)	 4007074
Hydraulic	Power	Unit	with	hoses	and	control	boxes,	Dual
	 460	/	230	V,	3	phase,	60	Hz		 4027163
	 460	/	230	V,	3	phase,	60	Hz	(Stainless)		 4027167
	 575	V,	3	phase,	60	Hz		 4027182
	 415	/	400	/	230	V,	3	phase,	50	Hz		 4027208
Hydraulic	Power	Unit	with	hoses	and	control	boxes,,	Single
	 575	V,	60	Hz	 4027310
	 460	/	230	V,	60	Hz		 4027309
	 440	/	415	/	380	/	220	V,	50	Hz		 4027202
Balancer	 4042035

Specifications

	 Products	for	the	meat	and	poultry	industry

Equipment Selection and Accessories Order Number 

Drive	 Hydraulic

Model LLP-1
Capacity		 	using	two	tools	 1100	/	hour
	 	using	single	tool	 250	/	hour
Control	Handles		 Electric	Dual	Anti-tie	Down	 12	V
Overall	Length		 38	in		 965	mm
Weight		 	 42	lbs		 19	kg
Hydraulic Power Unit (for two tools)
Motor	Power		 	 10	hp		 7457	W
Operating	Voltage		 	 460	/	230	V,	3	phase,	60	Hz
	 							440	/		415	/	380	/	220	V,	3	phase,	50	Hz
	 	 	other	voltages	available
Hose	Length		 	 20	ft		 6	m
Oil	Capacity		 	 30	gal		 	113.6	L
Oil	Viscosity	at	100°	F	/	40°	C		 	 200	SUS		 46	ISO
Overall	Dimensions	(l	x	w	x	h)		 				35	x	31.8	x	33.8	in						889	x	808	x	859	mm
Weight	(without	oil)		 	 		427	lbs		 193.7	kg
Hydraulic Power Unit (for one tool)
Motor	Power		 	 5	hp		 3729	W
Operating	Voltage		 				460	/	230	V,	3	phase,	60	Hz
	 					440	/	415	/	380	/	220	V,	3	phase,	50	Hz
	 	 					 	other	voltages	available
Hose	Length		 	 20	ft		 6	m
Oil	Capacity		 	 20	gal		 75.7	L
Oil	Viscosity	at	100°	F	/	40°	C		 	 200	SUS		 46	ISO
Overall	Dimensions	(l	x	w	x	h)		 			31.5	x	21.5	x	29.9	in						800	x	546	x	759	mm
Weight	(without	oil)	 	 240	lbs	 108.9	kg

	 Jarvis	Products	Corporation		·		33	Anderson	Road		·		Middletown,	CT	06457-4926		·		United	States	of	America
	 Telephone	(860)	347-7271	·			Fax	(860)	347-9905			·		president4@hotmail.com						·			www.jarvisproducts.corp

HOG LEAF LARD  PULLER
Model LLP-1


