
RUGGED - FAST - MANEUVERABLE

 •		Used for front and hind beef hock cutting
 through the bone or joint.  Also an effective
 beef dehorner.

•		With a four second cutting cycle, it is a high   
 production, high performance tool -used 
 extensively for the most demanding 
 applications.

•		Anti-tie down controls and dual control 
 triggers for operator safety.

• Please note the pinch point, thumb and trigger 
 guards on both tools, as shown in the above 
 photos.

•	 Meets national and international requirements  
 for safety and hygiene.

 The Jarvis Model 30CL-2 pneumatically/  
 hydraulically powered fore and hind beef  
 hock and horn cutters. 
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Specifications

 Products for the meat and poultry industry

Equipment Selection and Accessories  Order Number 
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BEEF HOCK CUTTER
Model 30CL-2

Drive Hydraulic

Model 30CL-2
Cutting Force  12375 lb-f 55 kN 
Cutting Cycle Time   4 seconds 
Control Handles  Air / Dual Anti-tie Down 50 psi 3.4 bar
Blade Opening At Tips  4.0 in 102 mm
 Widest  5.75 in 146 mm
Overall Length  32 in 813 mm
Weight 38 lbs 17.2 kg
Air / Oil Hydraulic Power Unit
Operating Pressure   125 psi  8.6 bar 
Air Consumption (per cycle at 125 psi / 8.6 bar)  1.98 ft3  56 L
 
Hose Length 16 ft 4.9 m

Oil Capacity 3 qt 2.8 L
 Overall Dimensions (l x w x h)  
   11 x 15 x 67 in 28 x 38 x 170 cm

  80 lbs 36 kgWeight    

Model 30CL-2 Hock Cutter 4025014
 “D” Handles and Grabber 4025123
       Pistol Grip Handle 4025064
 Pistol Grip and Grabber 4025108
Power Unit  
  27KL Air / Oil Intensifier 4026014
Balancer   4042035
Blade 1023161
 Grabber Blade 1023479
Leg Grabber Kit  3023178


